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EXHIBIT "D"
DRILLING PROGRAM

Attached to UDOGM Form 3
Prima Oil and Gas Company
Scofield Thorpe 22-41
NE/4 SE/4, Sec. 22, T12S, R7E, SLB & M
2438' FSL, 1011' FEL
Carbon County, Utah

1. The Geologic Surface Formation

Blackhawk Formation of the Mesaverde Group

2. Estimated Tops of Important Geologic Markers

Star Point 700'
Upper Blue Gate 1,400'
Emery 2,000'
Lower Blue Gate 4,000'
Ferron 6,000'
Tununk 6,500'
Dakota 6,800'

3. Projected Gas & Water Zones

Emery 2,000' - 4,000'
Ferron 6,000' - 6,500'
Dakota 6,800' - 7,000'

Groundwater may be encountered within the Blackhawk, Star Point and Emery
Sandstones. Water encountered will be reported on a Form 7 "Report of Water
Encountered During Drilling".

Casing & cementing will be done to protect potentially productive hydrocarbons, lost
circulation zones, abnormal pressure zones, and prospectively valuable mineral deposits.
All indicationsof usable water will be reported.

Surface casing will be tested to 2000 psi.
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4. The Proposed Casing and Cementing Programs

Casing Program -

HOLE SETTING DEPTH SIZE WEIGHT,GRADE CONDITION

SIZE (INTERVAL) (OD) & JOINT
12-1/4" 2,000' 9-5/8" 36# J-55 ST&C New
8-3/4" 6,000' 7" 23# J-55 ST&C New

Cement Program--

Surface Casing: 890 sacks Type II w/ 2% CaCl;
Weight: 14.5 # / gal
Yield: 1.41 cu.ft / sk

Intermediate Casing:
Lead -- 520 sacks Prem. Lite II

Weight: 11.0 # / gal
Yield: 3.46 cu.ft / sk

Tail -- 305 sacks Prem. Lite (High Strength)
Weight: 13.0 #/gal
Yield: 1.97 cu.ft/sk

The following shall be entered in the driller's log:

1) Blowout preventer pressure tests, includingtest pressures and results;

2) Blowout preventer tests for proper functioning;

3) Blowout prevention drills conducted;

4) Casing run, includingsize, grade, weight, and depth set;

5) How the pipe was cemented, includingamount of cement, type, whether cement
circulated, location of the cementing tools, etc.;

6) Waiting on cement time for each casing string;

7) Casing pressure tests after cementing, includingtest pressures and results.
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5. The Operator's MinimumSpecificationsfor Pressure Control

Exhibit "G" is a schematic diagram of the blowout preventer equipment. A 10" or 11"
3,000 psi Double gate Hydraulic BOP with one (1) blind ram and one (1) pipe ram and
Annular Preventer; equipped with a 3,000 psi automatic choke manifold. This equipment
will be tested to 2000 psi. All tests will be recorded in a Driller's Log Book. Physical
operation of the BOP will be checked on each trip.

6. The Type and Characteristics of the_Proposed CirculatingMuds

INTERVAL TYPE WEIGHT VISCOSITY

0 - 6,000' Freshwater 8.3 - 8.8 35 - 50

2,950' -- 7,800' Freshwater polymer 8.6 - 9.0 45 - 60

7. The Testing, Logging and Coring Programs are as followed

Testine -

DST's are planned in the Emery and Ferron formations (&possibly in the Dakota).
Test intervals will be determined from logs.

Logging -

Surface - TD Gamma Ray, Density, Neutron, Porosity, Induction, Caliper

Coring --

4 cored intervals within the Emery:
Core intervals will be determined from logs.

3 cored intervals within the Ferron:
Core intervalswill be determined from logs.
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Any Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures havebeen noted or reported in wells drilled in
The area nor at the depths anticipated in this well. Bottom hole pressure expected is
1700 psi max. No hydrogen sulfide or other hazardous gases or fluidshave been found,
reported or are known to exist at these depths in the area.

8. Anticipated Starting Date and Duration of the Operations.

The well will be drilled approx.: September 2001.

Verbal and/or written notifications listed below shallbe submitted in accordance with
instructions from the Division of Oil, Gas & Mining:

(a) prior to beginning construction;

(b) prior to spudding;

(c) prior to running any casing or BOP tests;

(d) prior to plugging the well, for verbal plugging instructions.

Spills, blowouts, fires, leaks, accidents or other unusual occurrences shallbe reported to
the Division of Oil, Gas & Mining immediately.
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EXHIBIT "E"

Multipoint Surface Use Plan

Attached to UDOGM Form 3
Prima Oil and Gas Company
Scofield Thorpe 22-41
NE/4 SE/4, Sec. 22, Tl2S, R7E, SLB & M
2438' FSL, 101l' FEL
Carbon County, Utah

1. Existing Roads

a. The proposed access road will encroach the paved-surfaced SR-96 under Utah
Department of Transportation Maintenance in which approval is received. The
approach will be upgraded consistent with Utah Department of Transportation
specifications.

b. We do not plan to change, alter or improve upon any other existing state or county
roads. Existing roads will be maintained in the same or better condition. See Exhibit
"B".

c. An existing private road exists from SR-96 past the plugged and abandoned well site
and further across the ridge. This road will be upgraded along its existing centerline
and grade for the steep sections for a distance of approximately 12,500 feet.

2. Planned Access

No new access is required (See Exhibit "B")
a. Maximum Width: None

b. Maximum grade: None

c. Turnouts: None

d. Drainage design: Numerous - 18" culverts and other drainage structures will be
required along the upgraded portion of the private road. Water will be diverted around
the road as necessary and practical.

e. If the well is productive, the road will be surfaced and maintained as necessary to
prevent soil erosion and accommodate year-round traffic.

f. Existing trees will be left in place where practical to provide screening and buffer
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3. Location of Existing Wells

a. See Exhibit "B". There are no proposed and one existing well within a one mile radius
of the proposed location.

4. Location of Existing and/or Proposed Facilities

a. If the well is a producer, installationof production facilitieswill be as shown on
Exhibit "H".

b. Rehabilitation of all pad areas not used for production facilitieswill be made in
accordance with landowner stipulations.

5. Location and Type of Water Supply

a. Water to be used for drillingwill be obtained from a local water source either Scofield
Town (by well) or Price River Water Improvement District (a local source of
municipalwater) in which an agreement to purchase the water is still under
negotiation.

b. Water will be transported by truck over approved access roads.

c. No water well is to be drilled for this location.

6. Source of Construction Materials

a. Any necessary construction materials needed will be obtained locallyfrom a private
source and hauled to the location on existing roads.

b. No construction or surfacingmaterials will be taken from Federal/Indian land.

7. Methods for handling waste disposal

a. As the well is expected to be air drilled, a small reserve pit will be constructed with a
minimum of one-half the total depth below the original ground surface on the lowest
point within the pit. The pit will be lined with a synthetic liner. Three sides of the
reserve pit will be fenced within 24 hours after completion of construction and the
fourth side within 24 hours after drillingoperations cease with four strands of barbed
wire, or woven wire topped with barbed wire to a height of not less than four feet. The
fence will be kept in good repair while the pit is
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b. Following drilling,the liquid waste will be evaporated from the pit and the pit
backfilledand returned to natural grade. No liquidhydrocarbons will be discharged to
the reserve pit or location.

c. In the event fluids are produced, any oil will be retained in tanks until sold and any
water produced will be retained until its quality can be determined. The quality and
quantity of the water will determine the method of disposal.

d. Trash will be contained in a portable metal container and will be hauled from location
periodicallyand disposed of at an approved disposal site. Chemicaltoilets will be
placed on location and sewage will be disposed of at an appropriate disposal site.

8. Ancillary Facilities

a. We anticipate no need for ancillary facilitieswith the exception of trailers to be
located on the drill site.

9. Well-site Layout

a. Availabletopsoil will be removed fromthe location and stockpiled. Location of the rig,
reserve and blooie pits, and drillingsupport equipment will be located as shown on
Attachment "C".

b. A blooie pit will be located 100' from the drillhole. A line will be placed on the
surface from the center hole to the blooie pit. The blooie pit will not be lined, but will
be fenced on four sides to protect livestock/wildlife.

c. Access to the well pad will be as shown on Exhibit "B".

d. Natural runoff will be diverted around the well pad.

10. Plans for Restoration of Surface

a. All surface areas not required for producing operations will be graded to as near
original condition as possible and contoured to maintain possible erosion to a
minimum.

b. Available topsoil will be stockpiled and will be evenly distributed over the disturbed
areas and the area will be reseeded as prescribed by the landowner.

c. Pits and any other area that would present a hazard to wildlife or livestock will be
fenced off when the rig is released and
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d. Any oil accumulation on the pit will be rernoved or overhead flagged as dictated by

then existed conditions.

e. Rehabilitation will commence following completion of the well. Rat and mouse
holes will be filledimmediatelyupon release of the drillingrig from the location. If
the well-site is to be abandoned, all disturbed areas will be re-contoured to the natural
contour as is possible.

I1. Surface Ownership

a. The well-site and access road will be constructed on lands owned by Paul and Carolyn
Jacob; 349 East 2ndSouth, Pleasant Grove, Utah 84062; 1-801-785-2300. The
operator shall contact the landowner and the Division of Oil, Gas and Mining 48 hours
prior to beginningconstruction activities.

12. Other Information:

a. The primary surface use is wildlife habitat and grazing. The nearest dwelling is
approximately 1,800 feet southwest. Nearest live water is Miller Canyon Creek
1,800' southwest.

b. If there is snow on the ground when construction begins, it will be removed before the
soil is disturbed, and piled downhill fiom the topsoil stockpile location.

c. The back-slope and fore-slope will be constructed no steeper than 4:l.

d. All equipment and vehicles will be confined to the access road and well pad.

e. A complete copy of the approved Application for Permit to Drill (APD) including
conditions and stipulations shall be on the well-site during construction and drilling
operations.

There will be no deviation from the proposed drillingand/or workover program without prior
approval from the Divisionof Oil, Gas &
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13. Company Representative

Cindi Danner, Landman
Prima Oil and Gas, Company
1099 18thStreet, Suite 400
Denver, Colorado 80202
1-303-297-2300

Permitting Consultant Excavation Contractor
Don Hamilton Larry Jensen
Environ. Man. / Proj. Coord. Owner / Operator
Talon Resources, Inc. Nelco Construction, Inc
375 South CarbonAve. (A-10) 758 South Fairgrounds Road
Price, Utah 84501 Price, Utah 84501
1-435-637-8781 1-435-637-3495

Mail Approved A.P.D. To:
Company Representative

14. Certification

I hereby certify that I, or persons under my direct supervision have inspected the proposed drill
site and access route; that I am familiarwith the conditions which presently exist; that the
statements made in this plan are, to the best of my knowledge, true and correct, and that the work
associated with the operations proposed herein will be performed by Prima Oil and Gas Company
and its subcontractors in conformity with this plan and the terms and conditions under which it is
approved.

Date Don S. Hamilton
EnvironmentalManager / Project Coord.
Talon Resources, Inc.
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FORM 9 STATE OF UTAH

DIVISION OF OIL, GAS AND MINING 5 Lease Designation arKISerial Number

Fee

SUNDRY NOTICESAND REPORTS ON WELLS 6 Ifindian,AllotteeorTribeName:

N/A

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells. 7 Unit Agreement Name:

Use APPLICATIONFOR PERMIT TO DRILL OR DEEPEN form for such proposals. N/A

1.Typeofweit OIL O GAS E OTHER:
8 WelINameandNumber:

Scofield Thorpe 22-41

2. Name of Operator 9 API Well Number

Primp Oil and Gas Company.
3. Address and Telephone Number 10. Fieldor Pool, or Wildcat:

1099 18thSt Ste 400 DenverCO 80707 1-303-797.7300 Wildcat
4. Location of Well

Footages 2438' FSL, 1011' FEL County Carbon
QQ, Sec., T , R., M.: State:

NE/4 SE/4, Section 22, Tl2S, R7E, SLB&M Utah

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE,REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENTREPORT
(Submit in Duplicate) (Submit Original Form Only)

O Abandon 0 New Construction O Abandon * O New Construction

O Repair Casing O Pull or Alter Casing 0 Repair Casing O Pull or Alter Casing

O Change of Plans O Recomplete O Change of Plans O Reperforate

O Convert to Injection O Reperforate O Convert to Injection O Vent or Flare

0 Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize 0 Water Shut-Off

O MultipleCompletion O Water Shut-Off [I Other Request for Exception to State Spacing
O Other Date ofwork completion

Approximate date workwillstart
Report results of Multiple Completions and Recompletions to differentreservoirson WELL

COMPLETION OR RECOMPLETION REPORT ANDLOG form.

* Must be accompanied by a cement verification report.

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinentdates. Ifwellis directionallydrilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to thiswork.)

Request for exception to spacing (state spacing rules) based on topography.

The well is located within 460' of the drilling unit boundary.

ORIGINAL

Name& Signature Cindi Danner, CPL at, Landrnan Date: -O

(This space for state use
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FORM 3 STATE OF UTAH

DIVISION OF OIL, GAS AND MINING S. Lease Designation and Serial Number

Fee
6. If Indian, Allottee or Tribe Name:

APPLICATIONFOR PERMIT TO DRILL OR DEEPEN N/A -

1A TypoofWork: DRILLË DEEPENO 7.UnitAgreementName:

N/A
8. Farm or Lease Name:

e Type orweli: OILOGAS OTHER: SINGLEZONES MULTIPLE ZONE O Scofield Thorpe
of Operator: 9. Well Number

Prima Oil and Gas Company 97-41
3 Address and Telephone Number 10. Field or Pool, or Wildcat:

1099 1Rth St Ste 400 Denver CO RG207 1-303-797-7300 Wildent
4 Location of Well (Footages) 11. QtrlQtr, Section, Township, Range, Meridian;

Atsurface: 2438' FSL, 101l' FEL 2|l/ / gI 0 NE/4 SE/4, Section 22
At Proposed Producing Zone: 2 r gE T12S, R7E, SLB&M

'

14. Distance in milesand direction from nearest toWn or post office: 12, County: 13. State;

3 1 miles northens of Senfield I Itah Carbon 1Itah
15. Distance to nearest 16. Number of acres Ínlease 17. Number of acres assigned to thiswell:

property or lease line (feet):
155T 800 arres 40

16. Distance to nearest well, drilling, 19. Proposed Depth: 20. Rotary or cable tools:
completed, or applied for, or

71' 8000' Rotary
21. Elevations (showwhether DF, RT, GR, etc ): 22. Approximatedate workwill start

845T G September 7001

23. PROPOSED CASINGANDCEMENTINGPROGRAM
SIZE OF HOLE GRADE, Sl2E OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12-1/4" 9-5/8" J-55 ST&C 36 # 2000' 890 sacks Type II w/2% CaCI; 1.41cu ft / sack, 14,5 # / gal

8-3/4" 7" J-55 ST&C 23 # 6000' Lead-520 sacks Prem. Lite II: 3.46 cu.fi/ sack, 11 0 # / gal

Tail-305 sacks fjem.Lite (gjghstr.): I 97 cu.fi / sg 13.0# / 941

OESCRIBE PROPOSEDPROGRAM: if proposal is to deepen. give data on present productive zone and proposed new productime zone, if proposal is to drill or deepen directionally, give pertinent data on
subsurface locations and measured and true verti¢al depths. Give blowout preventer program, if any.*

Approved by the
Utah Division of

Oil, Gas and Mining
Da - -O

OIL, G 3

2N4ame&Signature

f.,¿t /Îl indi Onnner PI Title: T.AndinAn Date

lhN

r og ed:

only)
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THE BASIS BEARINGis G MEASURED.

I GLO Beoring:
THE BEARINGSINDICATEDARE PER THE RECORDEDPLAT OBTAINED
FROMTHE U.S. LAND OFFICE.

Basis of Elevation:
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BASE ANDMERIDIAN,AS SHOWNON THE SCOFIELDRESERVOIRQUADRANGLE
7.5 MINUTEBERIESMAP.

Description of Location·
PROPOSEDURILLHOLE LOCATED1NTHE NEIIA, SEl/4 CF SECTION22.
Tl2S, R7E, S.L.B.&M., BEING237.27 SOUTH AND4275.13' EAST
FROMTHE WEST GUARTERCOIWIEROF SECTION22. T12S, R7E, SALT

yoM .GTÉifiCGÉG:

l, Albert J. Spensko, a Registered Professional
4275.13. 10ILá7' Land Surveyor, holding Certificate 146652

CALCULATED State of Utah, do hereby certify that the
information on this drawing is a true and

23 27' accurate survey based on data of record and
DRI L HOLE #22-Al was conducted under my personal direction
EL ATION 8456.8 and supervision as shown hereon.

. UTM
N - &&01081 «•" '^"°

•

E - 489770 '

2438.46. . 662
he J. pens

«r... w' Talon Resources, Inc.
375 South Carbon Avenue, Suite 101

Price, Utah 84501
Ph: 435-637-8781

(EastS286.6') Prima

Far 435-636-8 3mpany

Legend Scofleid Thorpe #22-41

e DrillHoleLocation Section 22. T12S, R7E. S.L.B.&M.
NOTES: Car6en County, Utah

BrassCap(Found) I. UTM ANDLATITUDE/ LONGITUDECOORDINATES
ARE DERIVEDUSINGA GPS PATHFINDERANDARE orumiop chmakes up

O BrassCap(Searchedfor,butnotfound) SHOWNIN NAD27 DATUM· J. STANSF1ELD L.W.J./A.J.S.

A CalculatedCorner GRAPHIC SCALE =•"
esto,

LAT / LONG o eor tour Â-|
( ) GLO 59•AS'AI r'Udoo
I GPSMeasured I T i 1 ch = Oft. ,,,, y ,,



WORKSHEET

ÛÛÛ$ APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 09/10/2001 API NO. ASSIGNED: 43-007-30811

WELL NAME: SCOFIELD THORPE 22-41

OPERATOR: PRIMA OIL & GAS COMPANY ( N1695 )

CONTACT: CINDI DANNER PHONE NUMBER: 303-297-2300

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NESE 22 120S 070E

SURFACE: 2438 FSL 1011 FEL Tech Review Initials Date

BOARTOM: 2438 FSL 1011 FEL Engineering >gi ) L

WILDCAT ( 1 ) Geology

LEASE TYPE: 4 - Fee Surface

LEASE NUMBER: FEE

SURFACE OWNER: 4 - Fee

PROPOSED FORMATION: DKTA

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

\/ / Plat R649-2-3. Unit

Bond: Fed[] Ind[] Sta[] Fee[4] R649-3-2. General
(No. 04127699 ) iting:460 From Qtr/Qtr & 920'Between Wells

Potash (Y/N) y S 49*3-3 Exceptiom
rÓil Shale 190-5 (B) or 190-3 or 190-13

/ Water Permit Drilling Unit

(No.PRWID ) Board Cause No:
Eff Date:RODC Review N)
Siting:(Date: )

Fag:Surf Agreement (Y/N) R649-3-11. Directional Drill

COMMENTS:
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Talon Resources, Inc.

Service, Qualityand Accuracy

375 South Carbon Avenue A-10 Cell: 801-650-1401
Suite 101 801-650-1402
Price, Utah 84501 Fax: 43563&B603
Phone: 435-637-8781 Email: talon@castlenet.com

435-637-5032 Ext 710/711

September 7, 2001

Mr. John Baza
State of Utah
Division of Oil Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Application for Permit to Drill-Scofield Thorpe 22-41, Carbon County, Utah
2438' FSL, 1011' FEL, Section 22, Tl2S, R7E, SLB&M.

Dear Mr. Baza:

On behalf of Prima Oil and Gas Company (Prima)., Talon Resources, Inc. respectfully sub-
mits the enclosed original of the Application forPermit to Drill (APD) for the above refer-
enced well. A request for exception to spacing has also been included since the well is located
within 460' of the drilling unit boundary. Included with the APD is the following supplemen-
tal information:

Exhibit "A" - Survey plats and layouts of the proposed well site;

Exhibit "B" - Proposed location maps with utility corridors and site photos;

Exhibit "C" - Drilling site layout;

CEIVExhibit "D" - Drilling Program;

Exhibit "E" - Multi Point Surface Use Plan;

Exhibit "F" - Typical road cross-section;

Exhibit "G" - Typical BOP diagram;

Exhibit "H" - Typical wellhead manifold diagram. ORIGINA
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Please accept this letter as Prima's written request for confidential treatment of all
information contained in and pertaining to this application, if said information is eligible
for such consideration.

Thank you very much for your timelyconsideration of this application. Please feel free to
contact myself, or Mrs. Cindi Danner at Prima if you have any questions or need
additional information.

Sincerely,

Don Hamilton
EnvironmentalManager / Project Coordinator

cc: Mr. Walt Lunsford, Prima
Mrs. Cindi Danner, Prima
Mrs. Lisa Morris, Prima
Mr. Dave Levanger , Carbon County
Prima Well
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ELEVATIONOFUNGRADEDGROUNDAT LOCATIONSTAKE= 8456.8'
ELAVATIONOFGRADEDGROUNDATLOCATIONSTAKE= 8456.3'

LN
olNT

We 22--41

lev. 8456.8
Cut 2 0

120' . 25.5' Talon Resources, Inc.
375 South Carbon Avenue, Suite 101

Price, Utah 84501
EX TING Ph: 435-637-8781
CA [NG Fax: 435-636-8603

FILL \5.
Og PRIMA OIL & GAS

LOCATION LAYOUT
Section 22. T12S, R7E, S.L.B.&M.

WELL# 22-41

Drawn By Checked By
J. STANSFIELD L.W.J.

1" = 50'
FILL



APPROXIMATEYARDAGES
CUT
(6")TOPSOIL STRIPPING = 750 CU. YDS.

FINAL REMAININGLoCATION = 2,758 CU, YDS.
GRADE _- TOTAL CUT = 4,408 CU. YDS.

TOTAL FILL = 3,728 CU. YDS.
PRECONSTRUCRTION

LOCATIONSTAKE

96' 30' / SLOPE = I Í/2 : I
---

' '
(ExcEPT PIT)

JO mersema PIT SLOPE = I ; I

Talon Resources, Inc.
375 5outh Carbon Avenue, Sune 101

Price. Utah 84501
Ph: 435-637-6781
Fax: 435-636-8603

PRIMA OIL & GAS
TYPICAL CROSS SECTION

¯r¾T ß¯&¯i¯Ä¯
SecHon 22, T125, R7E, S.LB.&M.

WELL# 22-41

X-Section a. $¾s?IELD WJ

Scale ·=*= - -

C-i
"=40'

./

su 3 « 4
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TYPICAL ROAD CROSS--SECTION

4" THICK LAYER
OF SAND & GRAVEL

__L
2' 18" L

4 \ \ 4

GAS & WATER 27 _PHASE
PIPELINES POWER LINES

(If Buried)
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FORM 3 ATE OF UTAH

DIVISION OF OIL, GAS AND MINING
5 Lease Designation and Serial Number

Fee
6 If Indian, Allottee or Tribe Name

APPLICATION FOR PERMIT TO DRILL OR DEEPEN N/A
1A. Type of Work DRILLË DEEPEN O 7 Unit Agreement Name

N/ A
B Fann or Lease Name:

B. Type of Well OIL GAS OTHER: SINGLE ZONE MULTIPLE ZONE
Senfielrl Thorpe

2. Name of Operator 9 Well Number

. Prima Oil and Gas Company 77-41
3. Address and Telephone Ntsnber 10. Field or Pool, or Wildcat:

1099 1Rth St Ste 400 Denver CO RO207 1-303.797-7300 Wildcat
4. Location ofWell(Footages) 11. QtrlQtt, Section, Township, Range, Meridian

AtSurface: 2438' FSL, 1011' FEL L
At Pmposed Podong Zone: NE/4 SE/4, Section 22,

Tl2S, R7E, SLB&M

14. Distance in milesand direction from nearest townor post office; 12. County 13. State

3 1 miles northens of Senfield IItah Carhan I Itah
15. Distance tonearest 16. Ntsnber of acres Ínlease: 17. Number of acres assigned to this well:

property or lease line (feet):
155T 800 arres 40

18. Distarx:e to nearest well, drilling, 19. Proposed Depth: 20. Rotary or cable tools:
Completed, or applied for, or

71' 8000' Rotarv
21. Elevations (show whether DF, RT, GR, etc.): 22. Approximate date work will start:

8457' GR September 7001
2a. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE GRADE, SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITYOF CEMENT

12-1/4" 9-5/8" J-55 ST&C 36 # 2000' 890 sacks Type II w/ 2% CaCl; 1.41cu.fi/ sack, 14.5 # / gal

8-3/4" 7" J-55 ST&C 23 # 6000' Lad-520 sacks Prem. Lite II: 3 46 cu.fi/ sack, l 1.0# / gal

Till-305sacksPrem. Lite (High str.): 1.97 cu.fi / sack 13.0 # / gal

DESCRIBE PROPOSED PROGRAM: Ifproposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to drillor deepen directionally, give pertinent data on
subsurface locations and measured and true vertical depths, Give blowout preventer program, if any.*

ORIGINAL

CONFIDENTIAL

N4ame&Signature:

// /1 indi T¾nner PI Tite Andmân Date

(ThisNapace for state e
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STATE ACTIONS
State Clearinghouse Coordinator
116 State Capitol, SLC, UT 84114

538-1535
1. Administering State Agency 2. State Application Identifier Number: (assigned by

Oil, Gas and Mining State Clearinghouse)
1594 West North Temple, Suite 1210
Salt Lake City, UT 84114-5801

3. Approximate date project will start:
Upon Approval

4. Areawide clearinghouse(s) receiving state action: (to be sent out by agency in block 1)

Southeastern Utah Association of Governments

5. Type of action: / / Lease IX / Permit / / License / / Land Acquisition

/ / Land Sale / / Land Exchange / / Other

6. Title of proposed action:

Application for Permit to Drill

7. Description:

Prima Oil & Gas Company proposes to drill the Scofield Thorpe 22-41 well (wildcat) on a Fee lease, Carbon County,
Utah. This action is being presented to the RDCC for consideration of resource issues affecting state interests. The
Division of Oil, Gas and Mining is the primary administrative agency in this action and must issue approval before
operations commence.

8. Land affected (site location map required) (indicate county)

NE/4, SE/4, Section 22, Township 12 South, Range 7 East, Carbon County, Utah

9. Has the local government(s) been contacted?
No

10. Possible significant impacts likely to occur:

Degree of impact is based on the discovery of oil or gas in commercial quantities.

1L Name and phone of district representative from your agency near project site, if applicable:

12. For further iuformation, contact: 13. Si nature and title of authorized officer

Lisha Cordova
Phone: (801) 538-5296

John R. Baza, Associate Di ctor
Da e: September 17,



OPERATOR: PRIMAO&G CO (N1695)

SEC. 22, T12S, R7E

FIELD:WILDCAT (001)

. . COUNTY:CARBON SPACING: R649-3-3/EX LOCUtah OilGas and Mining

T12S R7E

16 15 14

21 22 SCOFIELDTHORPE2241 23

WASATCH UVESTOCKFEE 1

|
28 27 26

PREPARED BY: LCORDOVA
DATE:



07-02 Prima Scofield Thorpg2-41
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Talon Resources, Inc.

Service, Qualityand Accuracy

375 South Carbon Avenue A-10 Cell: 801-650-1401
Suite 101 801-650-1402

Price, Utah 84501 Fax: 43M36-8603
Phone: 435-637-8781 Email: talon.5@straband.com

43¾37-5032 Ext710/711

September 19, 2001

Mrs. Lisha Cordova
State of Utah
Division of Oil Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Request for Exception to State Spacing Rule-Scofield Thorpe 22-41,
Carbon County,Utah: 2438' FSL, 1011' FEL, Section 22, T12S,R7E, SLB&M.

Dear Mrs. Cordova:

On behalfof Prima Oil and Gas Company (Prima),, Talon Resources, Inc. respectfully submits the fol-
lowing information to supplement the previously submitted APD for the above referenced well.

Prima Oil and Gas Company is the only owner and operator within 460' of the proposed
well location.

A Sundry Notice requesting exception to the state spacing rule has previously been submitted with the
APD since the well is located within 460' of the drilling unit boundary.

Thank you for your timelyconsideration of this request. Please feel free to contact me or Mrs. Cindi
Danner of Prima at 1-303-297-2300 if you have any questions or need additional information.

Sincerely,

Don S. Hamilton
Environmental Manager / Project Coordinator

cc. Mr. Walt Lundsford, Prima
Mrs. Cindi Danner, Prima
Mrs. Lisa Morris, Prima
Prima Well File

Attachment

RECEIVED
SEP212001
DIVISION OF

OIL, GAS AND



0
ON-SITE PREDRILL EVALUATION

Division of Oil, Gas and Mining

OPERATOR: Prima Oil and Gas Company
WELL NAME & NUMBER: Scofield Thorpe 22-41

API NUMBER: 43-007-30811

LEASE: Fee FIELD/UNIT: Wildcat
LOCATION: 1/4,1/4 NESE Sec: 22 TWP: 12S RNG: 7E 2438 FSL 1011 FEL
LEGAL WELL SITING: 460 F SEC. LINE; 460 F 1/4,1/4 LINE; 920 F ANOTHER WELL.
GPS COORD (UTM): X=489,770 E; Y=4,401,081 N SURFACE OWNER: Paul Jacob

PARTICIPANTS
M. Jones(DOGM), D. Hamilton (Talon). Surface owner was contacted but
was unable to make the on-site.

REGIONAL/LOCAL SETTING & TOPOGRAPHY

Location lies ~1.25 miles east of Scofield Reservoir. All runoff drains
into a stream and then directly into the reservoir. Topography is very
steep along the slope of the hillside. A PA well exists at the site
which is directly in the roadway up the mountainside at a switchback.
The old pit lies to the east side of the old location and has been
stabilized by vegetation. Access will consist of an old two-track that
will be upgraded as needed during operation of the well.

SURFACE USE PLAN

CURRENT SURFACE USE: Grazing and wildlife habitat.

PROPOSED SURFACE DISTURBANCE: 170' X 260' w/ pit included.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: 1 PA wells within 1
mile radius.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: Along roadway.

SOURCE OF CONSTRUCTION MATERIAL: Transported in from a local source.

ANCILLARY FACILITIES: None anticipated.

WASTE MANAGEMENT PLAN•

Portable chemical toilets which will be emptied into the municipal waste
treatment system; garbage cans on location will be emptied into
centralized dumpsters which will be emptied into an approved landfill.
Crude oil production is unlikely. Drilling fluid, completion / frac
fluid and cuttings will be buried in the pit after evaporation and
slashing the pit liner. Produced water will be gathered to the
evaporation pit and eventually injected into the Navajo Sandstone via a
salt-water disposal well. Used oil from drilling operations and support
is hauled to a used oil recycler and



0
ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: Area drains directly into scofield
Reservoir, ~1.25 miles west of proposed location.

FLORA/FAUNA: Sagebrush, native grasses, quacking aspen tress, deer,
elk, various small game and fowl.

SOIL TYPE AND CHARACTERISTICS: Gravely clay loam.

EROSION/SEDIMENTATION/STABILITY: Potential for erosion due to
topography.

PALEONTOLOGICAL POTENTIAL: None observed.

RESERVE PIT

CHARACTERISTICS: Dugout earthen pit as per APD.

LINER REQUIREMENTS (Site Ranking Form attached): Synthetic Liner.

SURFACE RESTORATION/RECLAMATION PLAN

As per surface use agreement with surface owner.

SURFACE AGREEMENT: In negotiation.

CULTURAL RESOURCES/ARCHAEOLOGY: None requested by surface owner.

OTHER OBSERVATIONS / COMMENTS

ATTACHMENTS

Photos of this location were taken and placed on file.

Mark L. Jones September 27, 2001 / 3:00_pm
DOGM REPRESENTATIVE



0Evaluation Ranking Criteria and Ranking Scöre

For Reserve and Onsite Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 _ _0

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 0

Distance to Nearest Municipal
Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20 0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability O
Mod. permeability 10
High permeability 20 20

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud Fluid 15

containing significant levels of
hazardous constituents 20 0

Drill Cuttings
Normal Rock 0
Salt or detrimental 10 0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 10

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final Score 30 (Level _I Sensitivity)

Sensitivity Level l = 20 or more; total contaimnent is required.
Sensitivity Level 11= 15-19: linine is discretionary.
Sensitivity Level III = below 15; no specific lining is



From: Frances Bernards
To: Lisha Cordova
Date: 10/9/01 1:28PM
Subject: comments on wildcat wells

The Scofield Thorpe 22-41 and Scofield Thorpe 25-13 proposed wildcatwell drilling projects may require a
permit, known as an Approval Order, from the Utah Division of Air Qualityif any compressor stations are
operating at the site. A permit application, known as a Notice of Intent (NOI) should be submitted to the
Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950 West, SLC, UT, 84116 for review
according to the Utah Air Conservation Rule R307-400, Permits, Noticeof Intent and Approval
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O
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL
STATEMENT OF BASIS

OPERATOR: Prima Oil and Gas Company
WELL NAME & NUMBER: Scofield Thorpe 22-41
API NUMBER: 43-007-30811
LOCATION: 1/4,1/4 NENE Sec: 22 TWP: 12S RNG: 7E 2438 FSL 1011 FEL

Geology/Ground Water:

A well drilled at this location will likely spud into a poorly to moderately-permeable soil developed on the
Cretaceous Blackhawk Formation. Ground water is likely to be encountered in the Blackhawk Formation and
the Star Point, Emery, Ferron and Dakota Sandstones, all of Cretaceous age. At Castlegate Field, which is
about 16 miles east, along the Colton Fomiation outcrop, the Spring Creek sand produced large amounts of
moderately saline ground water from depths of~l,600 feet to 2,000 feet, Total Depth. Water quality will
deteriorate in the deeper strata. The nearest mapping of the base of moderately saline ground water (~15miles
east northeast) implies that the base of moderately saline ground water is likely to be above sea level and within
several thousand feet of the surface. If so, quality water is likely to be encountered in permeable strata in the
Mesa Verde Group and possibly even the Emery Sandstone. Application has been made for numerous water
rights (including 6 springs) within a mile of this location. A P&A'd well (4300720350) is located 50' from the
proposed location. Drainage is to the southwest toward the Miller Canyon drainage, which flows into Scofield
Reservoir. The proposed surface and intermediate casing, cementing program and freshwater gel/polymer
drilling fluid system should be sufficient protect the shallow ground water resource,

Reviewer: Christopher J. Kierst Date: I 1/27/01

Surface:

Location lies ~1.25 miles east of Scofield reservoir. Runoff drains directly into Scofield Reservoir.
Predominantly grasses and sagebrush are the vegetation types found here. Surface owner was contacted but
was unable to make the onsite. Very little extra ground will be disturbed in comparison to the old drill site.
Big game hunting will be an issue to the landowner and stipulations will be placed in the surface use
agreement regarding this issue. The reserve pit will block the access road continuing up the mountain during
drilling and completion phases of the well. A passable route needs to be constructed on the NW side of the
location to allow for access further up the mountain. Dust control will also be an issue to the landowner.

Reviewer: Mark L. Jones Date: November 20, 2001

Conditions of Approval/Application for Permit to Drill:

1. Culverts sufficient to manage expected runoff, standing and surface water in crossed drainages.
2. Berm location and pit.
3. A synthetic liner with a minimum thickness of 12 mils shall be properly installed and maintained in the

reserve pit.
4. Dust control during construction, drilling, and completion phases of the



Prima Oil&GasCompany

July 16, 2002

Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114

Re: Sundry notices for:
ScofieldThorpe 22-41
Scofield Thorpe 25-13

To Whom It May Concern:

Enclosed are sundry notices for the Scofield Thorpe 22-41 and 25-13. These wells will be
drilled to test the Dakota Formation. Liner and cement details are described on the forns.

Should you have any questions, I can be reached at 303-297-2300.

Jan Kajiwara
Operations Assistant

JK/ba

Enc

RECEIVED
JUL19 2002

109918*Street • Suite400 • Denver,Colorado80202 DMSION OPOllice:303.297.2300 • Fax:303.297.7708• www.primaenergy.com OIL,GAS AND



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES FORM 9

DIVISION OF OIL, GAS AND MINING 5. LEASE DESlGNATION AND SERIAL NUMBER:

Fee
SUNDRY NOTICES AND REPORTS ON WELLS 6.lFINDIAN,ALLOTTEEORTRIBENAME:

NA
7. UN]T or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom -hole, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PEMIT TO DRILL form for such proposals NA

1. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER Scofield Thorpe 22-41
2. NAME OF OPERATOR 9. APl NUMBER:

Prima Oil & Gas Company
3. ADDRESS OF OPERATOR PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

1099 18th Street, #400, Denver, CO 80202 303-297-2300 Wildcat
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2438' FSL, 1011' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP,RANGE, MERIDIAN: NE SE Section 22, T12S R7E SLB&M STATE: UTAH

11 CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT ACIDIZE DEEPEN REPEERFORATE CURRENT FORMATlON
(Submit in Duplicate)

ALTER CASlNG FRACTURE TREAT SIDETRACK TO REPAAIR WELL

Approximate date work will start CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

Sep-02 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPARI

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DiŠPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WAER SHUT-OFF

Date of work completion COMMNGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETEE OPERATIONS. Clearly show all pertinent details including dates, depth, volumes, etc.

This well will be drilled to test the Dakota Formation. If the Dakota Formation is found to be productive, a 4-1/2",
11.6#, J-55, STC liner will be set at the estimated TD of 7000' and tiedback into the 7" intermediate casing with a liner
hanger at approximately 5700'. The liner will be cemented with approximately425 sacks of Class G Premium cement

(15.8 #/gal, 1.15 cu.ft/sack).

NAME (PLEASE PRINT TITLE

SIGNATURE DATE ED
(This space for State use only) JUL 19 2002

DIVISION OF
OIL, GAS AND



9 O
Well name: 07-02 Prima Scofield Thorpe 22-41
Operator: Prima OII & Gas Company
String type: Surface Project ID:

43-007-30811
Location: Utah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered7 No

Mudweight: 8.800 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 93 °F

Temperature gradient: 1.40 °F/100ft

Burst
sg factor 1.00

tmspectionlengt

Maxanticipated surface
pressure: 0 psi

Internal gradient: 0.468 psilft Tension: Non-directional string.
Calculated BHP 935 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 6,000 ft
Tension is based on air weight. Next mud weight: 9.000 ppg
Neutral point: 1,740 ft Next setting BHP: 2,805 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 2,000 ft
Injectionpressure 2,000 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)

1 2000 9.625 36.00 J-55 ST&C 2000 2000 8.796 142.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (KIps) Factor
i 914 2020 2.21 935 3520 3.76 72 394 5.47 J

Prepared Dustin Doucet Phone: 801-538-5281 Date: July 19,2002
by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City,Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on theWestcott, Dunlop & Kemler method of biaxialcorrectionfor tension.
Collapse Is based on a verticaldepth of 2000 ft, a mud weightof 8.8 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibilityfor use of thisdesign willbe that of the
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Weli name: 07-02 Prima Scofield Thorpe 22-41
Operator: Prima OII &Gas Company
String type: Production Liner Project ID:

43-007-30811
Location: Utah County

Design parameters: Minlmum design factors: Environment:
Collapse Collapse: H2S considered7 No

Mudweight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 177 °F
Temperature gradient: 1.40 °F/100ft
Minimumsection length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 5,700 ft

Burst
Max anticipated surface

pressure: 0 psi Linertop:
Internal gradient: 0.4 Tension: Non-directional string.
Calculated BHP ,740 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1,60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

. Tension is based on air weight.
Neutral point: 7,690 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Wolght Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)

1 2300 4.5 11.60 J-55 ST&C 8000 8000 3.875 53.3

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 3740 4960 1.33 3740 5350 1.43 27 154 5.77 J

Prepared Dustin Doucet Phone: 801-538-5281 Date: July 19,2002
by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City,Utah

ENGINEERINGSTIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of blaxial correctionfor tension.
For this liner string, the top is rounded to the nearest 100 ft.Collapse is based on a vertical depth of 8000 ft, a mud weight of 9 ppg The
Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the



Well name: 07-02 Prima Scofield Thorpe 22-41
Operator: Prima Oli & Gas Company
String type: Intermediate Project ID:

43-007-30811
Location: Utah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mudweight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottomhole temperature: 149 °F
Temperature gradient: 1.40 F/100ft

Burst
g factor 1.00

entm section leng

Max anticipated surface
pressure: O psi

Internalgradient: 0.468 psilft Tension: Non-directionalstring,
Calculated BHP 2,805 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 8,000 ft
Tension is based on air weight. Next mud weight: 9.000 ppg
Neutral point: 5,188 ft Next setting BHP: 3,740 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 6,000 ft
Injection pressure 6,000 psi

¯&m
Segment Nominal End True Vert Measured Drift Internal

Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity
(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')

1 6000 7 23.()0 J-55 ST&C 6000 6000 6.25 277.3

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2805 3270 1.17 2805 4360 1,55 138 284 2.06 J

Prepared Dustin Doucet Phone: 801-538-5281 Date: July 19,2002
by: Utah Dept. of Natural Resources FAX:801-359-3940 Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correctionfor tension.
Collapse is based on a vertical depth of 6000 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineeling responsibility for use of this design willbe that of the
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YOUSHOULDRECEIVE PAGES(INCLUDINGTHIiCØVER SHE
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1000 1P Street • Suite400 . Denver;Colorado80202 OILGASANDMINING
Office:303.297.2800• Foc303.297.TICS•
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RURRgMD DAMAGE AGREEMENT

Thisagreemelltismadeandentend intobetwee Pani B. Jacob andCarolynH. Jacob,as Ttustoop
of thePant& CarolynJacob Trust dated 2-32-96,whoseaddress is 349 Bast200 South,Pleasant
Grove,UT84062hereina0erreferredtoas'Owner"ad PrimaOilAGasCompany,whoseaddress
is 109918*Staat, Suite400. Denver,CO80202,hereinatterreferredto as"Operator.

ITISAGREEDASPOLLOWS:

L 08 and Gas Lesse. Owneristheownerofthesurfaceestateincertainlandsleested
in CathonCounty,UtahamidlandsaremoreAdlydescribed inExhibit "A"Attached
to and inade aparthereof(SubjectLands).Allof theSubjectLandsare subjectto
oil andgas leases eenently ownog byÔperator.Opermor desires to drill a well or
wellsonthe SubjectLands. Nothingis thisageommtshallbe deemed toalter-y
rightsor obHgationsestablished,grantedorconveyedbythe oil and gas leases.

2. Right-of.Way. To theexteetnottheady grantedby the oilandgas leases, Owner
gants Operator,its employeesad designatedagems,aprivatenonensissiveTig
of-way to enterupon and usetheSubjectLandeas specifiedhereinfor thepmpose
of drilling, completingandprodacingoilandgas walls onthe SubjectLands.

3. Nedficados and Coasshattoa. OpemorabaunogfyOwnerpriortoentryuponthe
SubjectLandsandshalleensultwithOwnerasto the locationofenebwell,pipeline,
power line,baneryshe,sadmingsystemandother fooliklesto be placedonthe
SubjaotLands. To theexmnpracticable,Operatorwilluseexistingroadson the
SubjectLands for its operations,and if construction of a newroad is requimt
OperatorwilleenmitwithOwner,so asto leeste thenewroadina maner enasto
causethe leastlaterArencepracticalwith Owner'soperationson thesubjaetlands.
If apipelineorgatheringsyste is tobe installedbyOperator.Operatorwilllocate
thepipcNasandgatheringsysteminamanner50 as to Canit th¢!088(initifwcaçç
practieelwithOwner'soporttlessontheadectedland.

4. Terminaden otRights.TherightsgantedbyOwnertoOperatorshalltenninate(i)
When the Oil and GasLease(s)tenninate,or (ii) Operser permanentlyceases its
operationson the Gu6jectLands, whichevershall occur first. 11ponterrninationof
this agreement.Operatorwillexecute saddeliver to Ownera goodand sufficient
recordablereleaseandsurrenderofallofOperaler'srightsunderthisagreen-t, and
will promptlyremoveall equipmmt andpropsty used or placedby Operatoren the
Subjaet LandsunlesiotherWise agtedby ÒWaar in Wdting.

5. Non-exetusive Rights. Therights granted by Owaar toOperatoraronon-exclumve,
andOwnerreservestherighttouseallaccessroadsandallsurfaceandsuÞsurface
uses of theSubjectlands affected bythisageomentandthe right to gent successive
ensementsthereonoracrossonsuchtenneandcordtions asOwner deemsnoosssary
or advisable.

Yn'J 00 WT 76. ne frir ))Uç 7:XV4
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6. Payments. A. compensadon for surdsoe damages, Òperator win pay to Owner the
tonowing

a. Well locations.Operalerwillpay to Ownerone thousand, six bundred
dollars,($1600)foreach wett location. This amant shallhe paid by
Openter to Ownerbeforeenteringupon the premiansto drillthewell,

b. Reeds. OpwatershallpaytoOwnerse assess fooof twelvedonais(512.00)
per rodkr useofoxisdagroadson theSubjectLands,andthe rateoftwelve
dollars(512.00)perrugfornewroadsconstructedbyOperatoror existing
roadsimprovedbyOperatorontheSubjectLands,Operatorshallprovide
Owner with aplatshowingthe location and lengthof all roadspromptly aAct
their Bras nee, conemaction or impsovement.

c. Rights ofWayllato Streetare..

(í). OperatorthallpsytoOwnerthesametwelvadollars($12.00)perrod
for en inikastrueturerightof wayequalto 20 feet in width, within
whichOperatorInsy placeits inûastructurewhichshallincludebut
not be limitedto oil or gaspipelines, waterlines, andcloseiolines.
Intastructum installedin the roadright of wayshallbe paid at six
dollarsand25 sents(36.25)a Ing. Thiswouldbe in addition10 ihe
twelvedoHals(512.00)pertodalreadypaidfortheroad rightofway.
Inikastructerminstalledoutsidetheinhastructureright of way orroad
rightofway shallbepaidattwelvedonars($12)persquarerod.

(ii). OperatoraballboxesponsibleAchaab.fußng,re-packing,re•seeding
and fe-coalearing the enrAcesoas not to interkre with Owacr's
operations.OperatorshallprovideOwnerwithaplat showingthe
locationof all pipelinesmd gatharing systemspromptlyaftertheir
inslaHationto the ext-t practical. All pipoknesandgathering
systems locatedby Ôperatoronthepunises shallbe buriedto the
depth ofa least thme(3}feetbelowthesurhoo.Ownerreservesthe
righttoooeupy,useandcultivale tholandsaffectedbyeuchpipelines,
and to gmt suohrightsto others, so longas suchuse does not
interfwawith operator'sopeations. If Operator fails to use any
pipelineforaperiodin c:eoessot24 consecutivesnoaths,thepipeline
shall be deemedabundahedand Operatorshall promptly take all
actlananecessaryordesirableto steen up, mitigste the silbots ofuse,
andNeder thepipelineenvironmentallysafe andfit ibr abandonment
in place. ADsneh cleanupandmitigationshaHbe perfonnedin
compliancewith all federal, statoandlocal lawsandregniadcas,

d, Power Limes. Opaatar win consultwith Ownerand with the company
supplyingpowerto operatorwithrespectto the location of overheadpower

Page2 of 7
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lines prior to conswestion. Overnead power lines will be een.or..eeed se as

to causetite least praçucatinterferenowwith Owner'svisual landscapeand
Owner'sexistingsadfumreranebingoperations,and,to the extentpossible,
overheadpowertimeswillbeconstructedalongfencelinesorpropertylissa,

e, Gotherlag, Metaing ud Portable CompressionSØes.For eachcentral
gatheringfacility or "batterysite" (whichincludes pottable compression

facilities)Operatorshallpayto Owneran annualrentalofshooper acre.
Thisamountshou be paidby OperatortoOwnerbeforeentstinguponSe
premises to sensauet thebatterysite.

7. Loendoet. AHwonsitelocationsshallbelimtedtoapproximatelytwo(2)acresof
land while drilli 6 and no more than one (1) aers forpermanent theitities.No wolle
shallbe drilledwittua threehundredfact (300') of anyresidence, houseorbem on
thepropertywithoutthopriorwrittenconsentof Owner,whichconsentshdi notbe
unreasonablywithheld. Nopermanomhousingor dwelungunit shallbe consmieted
orplacedonOwner'slandbyOperator.

8. Operadeas. Operatorshallatdi dmeskeepthewell sites,roadways,andpipeHnes
in safeandgoodorder,fm ofnexions.weeds,litter anddebris, andshallsprayfor
noxiousweeds uponintonable demand therefbrbyOwnernot to exceedtwo(2)
thnes per par. Operator shan insintain the surfaceof the existing roadsandany
newlyconstructedroadsingoodrepairandastate ofreasonablecondition. Operator
shalluseall seasonableineans to try to keep dust fromits roadsat a miniruum.
Operatorshaltlimittravelmanohasprendaalwhenmuddyconditionsprevail.All
roadsshallbe constructedwithappropriateditebesanddraincalvertstoallowproper
drainageeBof saidroadsandsisotopreventwder freinbackîngupalongsaidroads.

9. Operatorshallposta signorsignswhichstatethe following.

• MAXIMUMSPREDLIMITIS15 MILESPER HOUR
• YOUet a e • ALLGATESBENINDYOU
• YOU a o u TO A BAREMINIMUM
• YOU MUST STAYON DESIGNATEDROADWAYS
• NO LirTERING
• NO DOGS
• NO ftBEARMS
• No DRUGB
e NO ALCOHOLICBMGES
• NO HUNTING OR TISHO#G
• NO FIRSS
VIOLATION OF ANY OF TIESABOVE WILL REst1LT IN VOUA
EXPULSIONFROMTHE $$OftBTY

Page3 of 7
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imicennify,defend andhold owner,and if appucable,Owner's otticers, ducoters,
employees, asunts, successorsand assigtsharmless Bom any and aH claims,
liebilities.demanda,saits,tosses,damagesandcosis(includingreasonabitagorney's
fbes)whichmayariseoutoforbe relatedto Operator'sactivitieson the Subject
Land,

18, Nogleas.Notice maybe givento either partyto thisagreementby depositingthe

same in the UnitedStatesmailpostageprepaîd, duty sddressedto the otherparty at
theaddresssetoutbelow. $nchnadas shall bedeemedd•liveredwhendepositedin
the UnitedStatesmail.

Owner: Pm1E.JacobandCarolynH.Isoeb,asTrusteesofthePaul&
Carolyn Jaeob Traat gated 2•23,96

349East200 South
Pleasant Grove,UT84042
Phone Number: t801 1 785-2300
Par Number:
Email Addrms:
DesignatedContactPerson:..gan1 z. Jacch

Optrator: ŸfimA 011A ÔasCompany
1099 18*Street,Guita400

Dm. CO80202
Fhone Number:303-297-2300
FaxNumber:303-297-7708
EmaitAddress:edannergprimacaersv,nasor

whmsford@prannenergy.net
DesignatedContactPersonatPrima:CindiDanner-WeideerWalter
I.un.ame
DesignatedContactPersoninPield:TalonResources-

DonHamilton435-637-8181or435-650-1886

19, Recording.This ageoment maynotberecordedwithent thewrittenconsentofall
pardes.

20. ConstructionofAgreement. Thisageomentshallbe consumedunder the law of
theStateof Utah.

21. Sindlag ERect. This agoemcatisbindingupon the successorsand assignsof the
porties.

Page6of 7

in·a ecter m. rw ihr 80¿LLM202Ad





. O O
88/01/2002 BS:57 18015630989 : pg

EXHWIT "A"
Mmeþeihasta sadseesepart herwergasemaninsubseog On-grapesumibr mitemeen panig. Maar andCumbn M.lesak as

TrusteesofthePantA Cambe JacobT 84deWe24244 neemmerandMmon & a.s M sy Oposer

Townshin 12 Bauth.Ranse 7 EsiL SLM
Santion 13
Section14
Section U
Section21
Seeden22
Seedon23
Section24
Section25
Seetion26

OwnerInitialed forIdentification:
OperatorþtitipledforIdendfloation;

M A 99:01 20. & IW 80LLL6C202×*3



StatŸof Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box145801Governor
Salt LakeCity,Utah 84114-5801

Kathleen Clarke
Executive Director 801-538-5340

LowellP. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223(TDD)

August 5, 2002

Prima Oil & Gas Company
1099 18th St, Ste 400
Denver, CO 80202

Re: Scofield Thorpe 22-41 Well, 2438' FSL, 1011 FEL, NE SE, Sec. 22, T. 12 South,
R. 7 East, Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative approval of
the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-007-30811.

Sincerely,

John R. Baza
Associate Director

pb
Enclosures
cc: Carbon County



0 *
Operator: Prima Oil & Gas Company

Well Name & Number Scofield Thorpe 22-41

API Number: 43-007-30811
Lease: Fee

Location: NE SE Sec._22_ T. 12 South R. 7 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to
drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following actions
during drilling of this well:
• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone numbers
(please leave a voice mail message if the person is not available to take the call):
• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division, including but
not limited to the Entity Action Form (Form 6), Report of Water Encountered During Drilling
(Form 7), Weekly Progress Reports for drilling and completion operations, and Sundry Notices
and Reports on Wells requesting approval of change of plans or other operational actions.

4. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the Statement
of Basis. (Copy Attached)

5. Operator shall comply with applicable recommendations resulting from Resource Development
Coordinating Committee review. Statements attached.

6. This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the "Board"). In order to
avoid the possibility of waste or injury to correlative rights, the operator is requested, once the
well has been drilled, completed, and has produced, to analyze geological and engineering data
generated therefrom, as well as any similar data from surrounding areas if available. As soon as
is practicable after completion of its analysis, and if the analysis suggests an area larger than the
quarter-quarter section upon which the well is located is being drained, the operator is requested
to seek an appropriate order from the Board establishing drilling and spacing units in
conformance with such analysis by filing a Request for Agency Action with the



Prima Oil&GasCompany
UIVISIONOFOtt, GASANDMINING

August 12, 2002

Utah Division of Oil, Gas and Mining CONFllENTlAL
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114

Attention: Carol Daniels

Re: Scofield Thorpe 22-41 Sundry

Dear Carol,

Thank you, Carol, for all of your assistance with Utah permitting. Dustin phoned this
morning and answered my questions I had last week.

Enclosed is a sundry notice for the Scofield Thorpe 22-41 requesting this well be held
tight.

Thanks again and should you have any questions, I can be reached at 303-297-2300.

Sincerely,

Jan Kajiwara
Operations Assistant

Enc

109918'"Street • Suite400 · Denver,Colorado80202
Office:303.297.2300 • Fax:303.297.7708•



STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONANDSERIALNUMBER:

Fee
6. IF INDIAN,ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENTNAME:

Do notuse thisform for proposals todrillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° N/Adrillhorizontal laterals. UseAPPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL
OIL WELL GAS WELL OTHER

Lfie dMTaM NUpMeM2
-41

2. NAMEOF OPERATOR: 9. API NUMBER:

PRIMA OIL & GAS COMPANY J-QQ¶3$$Ñ
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1099 18TH St. #400 orry Denver STATE Co ,,80202 (303) 297-2300 Wildcat
4. LOCATIONOF WEL.L.

FOOTAGESATSURFAce: 2438' FSL, 1011' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NESE 22 12S 7E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O NOTICE OF INTENT
AClDIZE DEEPEN REPERFORATE CURRENT FORMATION

(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work Will start CASING REPAIR NEWCONETRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUGBACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATER SHUT OFF
Dateof work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATION OF WELLSITE OTHER;

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly showall pertinent details including dates, depths, volumes, etc.

Prima Oil and Gas Company is requesting this well be held tight.

S N R

DATE Opera2tionsAssistant

(This space for Stato use only) . -

RECEIVED
AUS13 2002

(See instructions on Reverse Side)

DIVISIONOF
(5/2000)

Oik, GASAND



6666 00NRDERL
DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: PRIMA OIL & GAS COMPANY

Well Name: SCOFIELD THORPE 22-41

Api No: 43-007-30811 Lease Type: FEE

Section 22 Township 12S Range 07E County CARBON

Drilling Contractor UNION DRILLING RIG # 47

SPUDDED:

Date 09/13/02

Time 5:00 PM

How ROTARY

Drilling wi/I commence:

Reported by GARY JOHNSON

Telephone# 1-435-828-7722

Date 09/23/2002 Signed:
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STATE OF UTAH FORM 6

0 DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GAS AND MINING

ENTITY ACTIONFORM

Operator: PRIMA OIL& GAS COMPANY Operator Account Number: N 1695

Address: 1099 18TH STREET, SUITE 400

city DENVER

state CO zip 80202 Phone Number: (303) 297-2300

Well 1

API Number Well Name QQ Sec Twp Rng County
007-30811 SCOFIELD THORPE 22-41 NESE 22 12S 7E CARBON

Action Code Current Entity New Entity Spud Da e En ity Assignment
Number Number Lffective Date

A 99999 / $ & J 9/13/2002 / Ò - 2 9 Ø¾
Comments:

Well 2
API Number Well Name QQ Sec Twp Roq County

Action Code Current Entity New Entity Spud Date En ity Assignment
Number Number Effective Date

Comments:

Well 3
API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Da e Entity Assignment
Number Number Effective Date

Comments: REC ElVW
0CT23 2002
DIVISION OF

ACTIONCODES: OIL, GAS ANDMlNING
A - Establish new entity for new well (single well only) JAN KAJIWARA
B - Add new well to existing entity (groupor unit well) a Please P
C - Re-assign well from one existing entityto another existing entity
D - Re-assign well from one existing entity to a new entity si" ture
E - Other (Explain in 'comments' section) ERATIONS AS IST / /

Title Date



FORM9STATEOF UTAH
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

Fee
6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITar CA AGREEMENTNAME:

Do not une this form for proposals to drillnew wells, significantly deepen existing wellsbelow current bollom-hole depth, reenier plugged wells, or to N/Adrillhorizontal talerals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL
OIL WELL GAS WELL OTHER

a W UnN E mdONUpMBER

2. NAMEOF OPERATOR: 9. API NUMBER:

Prima Oil and Gas Company 4300730811
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDANDPOOL, OR WILDCAT:

1099 18th Street, Ste 4g Denver CO , 80202 (303) 297-2300 Wildcat
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: 2 ' 66(, $ËË COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:NËSE 22 128 TE S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit In Duplicale) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work wllistart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUGANDABANDON VENT OR FLARE

SUSSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit originalForm only)

CHANGE WELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT-OFF
Date of work completion:

GUMMINULh PRODUCING I-URMA I IONU RhGLAMA t ION 01• WhU. 51 th OTHER:
9/22/2002 O CONVERTWELLTYN RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details induding dates, depths, volumes, ele

Spudded well at 5:00 pm 9/13/2002. Drilledto 1542'. Tools and drillstring got stuck in hole. Backed offdrillcollarsat 1088'.
Attempted to re-establish circulation and fish stuck tools. Unable to recover any tools. Requested permission to plug hole and
skid rig.Given verbal permission to skid by DOGM.

Pumped 300 sacks Premium Lite cement with additives, slurryweight 11.2 ppg, yield 3.45 cu.ft./sx. Very slight returns when
pumping. Well on vacuumn when pumping stopped. Pumped cement on 9/22/2002, finished at 2:30 AM.

Willrecementwell when rig is removedfrom location. Well is currentlybeneath rigsubstructure. Rig has been skidded to
alternate location.

OIL,GAS At

SNAMI (Pt EASE PR T) Johns Cons2ultant

(this space ihr State use only)

(5/2000) (See Instructions on Reverse



NOV25 2002
STATE OF UTAH AMENDEDREPORT O FORM 8

DEPARTMENTOF NATURALRESOURCES (highlight changes)
OlVISION OF DIVISIONOF OIL,GAS AND MINING 5- LEASEDESIGNATIONANDSERIALNUMBER:

OIL, GASANDMINING Fee
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
la. TYPEOFWELL:

W L
WGAESLL DRY OTHER 7. UNITor CA AGREEMENTNAME

b, TYPEOF WORK; 8. W

ANAME

and NUMBER;

NWE HORSZ EEP-
TRY

FS
R. OTHER Scofield Thorpe 22-41

2. HAMEOF OPERATOR: 9. API NUMBER:

Prima Oil &Gas Company 4300730811
3 A ORESSOF OPERATOR: PHONE NUMBER: 10 FIELDANDPOOL, OR WILDCAT

1099 18th St., Ste 400 civv Denver STATE CO w 80202 (303) 297-2300 Wildcat
4. LOCATiNOF WELL(FOOTAGES) 11. QTRIQTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
AT SURFACE: 2434' FSL; 996' FEL NESE 22 12 7
ATTOP PRODUCING INTERVALREPORTED BELOw: Same as above

12. COUNTY 13. STATE
ATTOTALDEPTH: Same as above Carbon UTAH

1 DATESPUDDED: 15. DATET.D. REACHED: 16. DATECOMPLETED: 17. ELEVATIONS(DF, RKB, AT. GL):

9/13/2002 9/16/2002 9/21/2002 ABANDONED READYTOPRODUCE 8457' GR
18. TOTALDEPTH: MD 1,541 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS,HOW MANY?* 21. DEPTH BRIDGE MD

PLUG SET:
TVD 1,541 Tvo Ivo

22. PE EL6CTRIC AND O MECHANICALLOGS RUN it copyOfeach) 23,

WAS WELLCORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEYY NO YES (Submit copy)

24. CASING AND LINER RECORD (Report allstrings set in well)

HOLE SIZE SIZElGRADE WEIGHT(#lft.) TOP (MD) BOTTOM(MD) STAGED TMENTER CNEMENTMTYCKES
VO

UMRE
BL) CEMENTTOP ** AMOUNTPULLED

25. TUsiNG RECORD

DEPTH SET (MD) PACKERSET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKERSET (MD)

26. PRODUCING INTERVALS 27. PERFORATIONRECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM(TVD) 1NTERVAL(Top/80t - MD) SIZE NO HOLES PERFORATION STATUS

(A) Open Squeezed

(B) Open Squeezed

(C) Open Squead

(0) Open Squeezed

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

29. ENCLOSELEAC

R

CCAHMMENcTH

NICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY

30. WE T US:

SUNORY NOTICE FOR PLUGGINGANDCEMENTVERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON



3L INITIALPRODUCTION INTERVALA (As shown in item#26)

DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD.METHOD:
RATES; *

CHOKE 812E: TSO. PRESS. CSG. PRESS. API GRAVITY BTU -- GAS GASIOILRATiO 24 HR PRODUCTION Ott - BBL: GAS - McF: (A Eg BBL: INTERVALSTATUS:
RATES; *

INTERVALB (As shown in item $26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL; GAS - MCF: WATER- BBL: PROD. METHOD:
RATES: -

CHOKE SizE: BG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OILRATIO24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: *

INTERVALC (As shown in itern324)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD.METHOD:
RATES: *

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS ASIOILRATIO24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -

INTERVALD (As shown in item $26)

DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:
RATES; *

CHOKE SI2E: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OILRATIO24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -

32. DISPOSITIONOF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS zoNES (Include Aquifers): 34. FORMATION(Log) MARKERS:

Show all imponant zonesof porosity and contents thereof:Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-inpressures and recoveries.

Formation Descriptions, Contents, etc. Name (Measu
dp

Depth)

36. I hereby certify that the foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASEP n Becky Adams TITLE Environmental & Regulatory Assistant

SIGNATURE DATE

This report must be subml within 30 days of
• completing or plugging a new well e reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantlydeepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing format¡on • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

*1TEM20: Show the number of completionsif production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s)of cement were determined (circulated(CIR).calculated (CAL),cementbond log (CBL),temperature survey(TS))

Send to: Utah Divisionof Oil,Gas and Mining Phone: 601-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



9 0

Prima Oil&GasCompany

March 14, 2003

Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114

Attention: Carol Daniels

RE: Scofield Thorpe 22-41M
Sec. 22-T12S-R7E

tah

Dear Carol:

Enclosed is the sundry showing the proposed plugging plan for the above well. Also, the
logs for the well.

Thank you and should you have any questions, I can be reached at (303) 297-2300.

Jan Kajiwara
Environmental and Regulatory

enc

RECEIVED

MAR172U3
Div.0F OlL,GAS&MINING

1099 18thStreet • Suite400 • Denver,Colorado80202
Office:303.297.2300• Fax:303.297.7708•



STATEOFUTAH FORMS
DEPARTMENTOFNATURALRESOURCES

V DIVISIONOF OIL,GAS AND MINING 6. LEASEDESIGNATIONANDSERIALNUMBER:

Fee

SUNDRY NOTICES AND REPORTS ON WELLS 6. I NDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use thisform for proposals to drillnew wells, signifcantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° N/Adrillhorizontal laterale. Use APPLICATIONFOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8, WELLNAMEand NUMBER:
OIL WELL O GAS WELL OTHER Scofield Thorpe 22-41

2.NAMEOFOPERATOR: 9.APINUMBER:

PRIMA OIL & GAS COMPANY · 4300730811
3. ADDRESS OF OPERATOR; PHONE NUMBER: 10. FIELDAND POOL, OR WlLDCAT:

1099 18th St, Ste 400 y Denver CO ,,,80202 (303) 297-2300 Wildcat
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 2434'FSL;99 FEL COUNTY: Carbon.

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN NESE 22 12 .7 STATE:
UTAN

19. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT
ACIDIZE DEEPEN REPEAFORATE CURRENT FORMATION

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIRWELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Origina1Form Only)

O CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

Scofield Thorpe 22-41
Plans to abandon old hole

It is planned to fill the old hole with ready mix concrete. Calculated volume to fillhole is 890 cubic feet. It is planned to plug
the hole this way, as the hole will not hold regular oilfieldcement. The gravel in the concrete willserve as a base for the
cement to set. The hole willbe plugged when weather allows access to the location

RECEIVED

MAR17 2003
DIV.0FOIL,GAS&MINING

NAME(PLEASE PRINT), Jan Kajiwara | TITLE Regulatory and Environmental Analysis

SIGNATURE (" DATE

(This space for State use only)

consaa APPROVED BY THE STATE
D* OF UTAH DIVISIONOFinitiale OlL, GAS, AND MINING

(5/2000) nstruc on Reverse Si



r statÎof Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Ternple, Suite 1210
PO Box 145801

Michael O. Leavitt
Governor Salt Lake City, Utah 84114-5801

(801) 538-5340 telephoneRobert L Morgan
Executive Director (801) 359-3940 fax

LowellP. Braxton (801) 538-7223 TTY
Division Director www.nr utah.gov

CONDITIONS OF APPROVAL
TO PLUG AND ABANDON WELL

Well Name and Number: Scofield Thorpe # 22-41
API Number: 43-007-308 11
Operator: Prima Oil & Gas Company
Reference Document: Original Sundry Notice dated March 10, 2003,

received by DOGM on March 17, 2003.

Approval Conditions:

1. Notify the Division at least 24 hours prior to conducting abandonment operations. Please
call Dan Jarvis at 801-538-5338.

2. Upon completion of plugging, a subsequent Sundry Notice shall be submitted to the
Division describing the complete plugging procedure, including but not limited to the
type, quantity and position of cement plugs.

3. Surface reclamation shall be done in accordance with R649-3-34 - Well Site Restoration.

4. All requirements in the Oil and Gas Conservation General Rule R649-3-24 shall apply.

5. If there are any changes to the plugging procedure or the wellbore configuration, notify
Dustin Doucet at 801-538-5281 prior to continuing with the procedure.

6. All other requirements for notice and reporting in the Oil and Gas Conservation General
Rules shall apply.

March 25, 2003
Dustin K. Doucet Date
Petroleum Engineer

utah!
Where ideas



Printa011&GasCompany

June 26,2003
| -

UtahDivisionofOil,Gas and Mining
1594WestNorthTemple,Suite 1210
Box145801
SaltLakeCity,UT 84114

Attention: DustinDoucet

RE: ScofieldThorpe 22-41X
Soc.22-T12S-R7E
UtahCounty,Utah

Dear Dustin:

I am faxingthesundryto plugandabandontheabovewell. Please reviewand see if I
have all the necessary information. GaryJohnson will be the geologist on site. I do n4t
have his cell phonenumber,but when I notifyDan Jarvis,I will givehim that
information. Primawill use theConditionsofApprovalweraceived fromyour officein
March2003.

Thankyou and should youhave anyquestions,I canbe reachedat (303) 297-2300.

Sincerely,

auKajiwara
RECENED

nvironmentaland Regulatory

109915*Street• Suite400 Denver,Colorado80202
Office:303.2972300• Fax:303.29 708 •



CONFilERL
STATEOPUTAH ORM©

DEPAKTMENT OF NATURALRE600RGES
DMsfoNOFOIL,GASANDMINING ,

. s.ulAAÅgERIONARONAIOGERIALNUMigN:
FEE

. . .

SUNDRYNOTICESANDREPORTSONWELLS WDIAN,AI.l.OMOR -

7. UNITor CAAÅdEMENTNAMEDeun use als femier proposalsem newwens,signissanilydeepenmielingwelkis.Iow..ar*oottoolsolly deih, reuniorpluggen won, oraeilharbonisiinterals. UgeAPPUCAfl0N POR PERMir TODAllLiamifor suchpropenis.
1. TYÑ©ÀWELL 8. WR.LNAMSandNUMBER:OILWELL O GAS WELL GTNER SCOFIELD THORPG2241
2. NAMEOF OPERAŸ0Ñ Å,MI NUMBER:
PRIMAOILANDGASCOMPANY 4300730811

8. AbbHESS OF CPERATOR, Þ$ NANUMBEA: 10. FISI.9 ANOAGOLON T:
1099 18THST,SUITE m DENVER CO 80202 (303) 297..2300 WILDCAT

4. LOCABONOFWEM.

scornassarsunsAce 243if:PSL;.409 FEE couarve CARBON

OWGE.3ECHON. TOWNSW, RANGE,MERIDIOi: NEGA22 12 7 sr e
urAn

n. CHECKAPPROPRIATEBOXESTOINDICATENATUIREOF NOTICE,REPORT, OR OTHERDAM
TYPEOF SUBWSSION TiPE OF ACTION

NOWCEO RET
ACM M@ÉN REPSFONE CURREWYPORWMON

(Mi=0uplime) O AursacAsl=• O "* ""=- O ewa enton==w=u-
==- 0 -- O **eo-e- O -e v^=-=o

8/27/2003 O camastomous- orensmacm O maassam
O $HWGETUDNS muoAnwDON O WOME

O AUBBEQUENTREÞÔ 0 CMMGlWSM.NAM= O -- O -n =•-(BensonskalPonn one)
O ennusew=u.==u• O PRMWON(STARTABUMME) WATERSHVT-OFF

Deb ofworkeempielem

O COMMNGLEMOUUGMG FORMANO REC RON.& WSMyg Ô¾ŒR:

O 00NVERT WELLTYPE m. Dmp$45NYFORRON

3- OSSCRIGEPROPOSSOORCOMPLEmo OPEIIIAT10NS.Cleady ah*M 95 peninent detais induding detes,depths,volumes, elo.
PROCEDUETO PLUGORIGINAL WELL:

ConductorCasing 13 3/8"at45'. Cementtosurface. RSCE IVED
Surface hole 12 1/4"drilledto1541'.
Fish in hole, topof fish at 1088'.
Hofe Volume at 1080'=890 Cu.fl.

Procedure: DIV,OFOIL,GAS&MINING
1. Remove wellcap.
2. FIIIhole with"Ready mixconcrete"tosurface. Estimatedill!33 yards, calculatedexcessa 50%, totalestated as 50 yards.
3. Letcementset overnight,
4. Weld dry hle marker ontoconductorcasing.
5. Digoutcollarring. Cover and level are around marker. 't

ML

umeta.sassma Jan Kajiway TITLE

SIGNATURS ATE 6/26/2003

...wwwem.....ir)
* AFFMUVI-U BT 1r117 IF I E.

OF UTAH DIVISION OF
OIL, GAS, AND MINING

DAT : A



Prima Oil& Company

July 25, 2003

State of Utah
Department of Natural Resources
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P. O. Box 14801
Salt Lake City, Utah 84114-5801
Attn: Ms. Carol Daniels

Re: Well Completion Report and
Sundry Notice of Subsequent P&A

Dear Ms. Daniels:

Enclosed please find a copy of the referenced report and notice for the following well.

Scofield Thorpe #22-41
API No. 43-007-30811

Your cooperation is appreciated and if you have any questions, I can be reached at (303)
297-2300. I am getting "re-acquainted" with Utah reporting, so I apologize in advance
for anything I may have missed.

Sincerely,

PRIMA OIL AND GAS COMPANY

usan Miller
Operations Tech.

SMM
Enclosures RECEIVED

JUL2 82W3
DIV.0FOIL,GAS&MINING

1099 18*Street • Suite400 • Denver,Colorado80202
Office:303.2972300 • Fax:303.297.7708 •



DATE:

0 14 To: 7h I rn -

FAK:

SENDER: CONFilENTIAL
MEßSAGE

TOU SIlddtD RECEIVE PAGES(INCLUDINGTHISCOVER SHEET). IF YOU DO

NOTRECEIVEALLTHE PAGES,ELEASECALL(303)297-2300.

109918"Street* Suite400 Denver,Colorado80202

Ottice:303.2972300 Fax:303.2977708• www.primaenergy.com RECEIVED

JUN3 0 2003

DN OFOIL GAS &



STATEOFUTAH DNFllEN11AL-
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL,GAS AND MINING 5 LEASEDESIGNATIONANDSERIAL.NUMBER:

ÛÍ Fee

SUNDRY NOTICES AND REPORTS ON WELLS ,
6 NDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:

00 not use this form for poposals to drillnew wells,significantly deepen existingwellsbelow current bottomulole depth, reenter plugged wells, or to N/A
ddit notizontallaterals. Use APPLICATIONFOR PEgMIT TO ORILLform for such poposds.

1. TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER SCOFIELD THORPE 22-41

1. ME OF OPERATOR: 9 API NUMBER:

Prima Oil& Gas Company 4900730811
TFÒRESS OF OPERATOR PHONE NUMBER: 10. FIELDANDPOOLOR WILDCAT:

1099 18th St , Ste. 400 Denver CO ,80202 (303) 297-2300 Wildcat
4 LOCATIONOF WELL

FOOTAGESATSURFAce 2434' FSL and 1011' FEL COUNTY Carbon

QTR/QTA. SECTION, TOWNSHIP, RANGE.MERIDIAN NESE 22 12S 7E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE,REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O NOTICE OF INTENT
ACIDIZE DEEPEN O REPERFORATE CURRENT FORMATION

(Submit in Ouplicate) ALTERCASING O sa cru"E TRE^r O SIDETRACKTOREPAtR WELL

Appmximate date work will start CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETOPREVIOUS PUNS OPERATORCHANGE TUBINGREPAIR

O CHANGETUBING PLUG ANDABANDON VENTORFLARE

SUBSEQUENT REPORT O CHANGEWELLNAME PLUG BACK WATERDISPOSAL
(SubmitOriginal Form Only)

O CHANGE WELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF

Date ofwont completion:

O COMMINGLEPAODUCINGFORMAT10NS RECLAMATIONOF WELLSITE OTHER:
6/28/2003 O CONVERT WELLTYPE O RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS. Clearly show all pertinent details including dates. deptlis, volumes, etc.

6/27/03: Dug out damaged P&A marker on Wasatch Livestock Co. Fee #1 welL (P&Amarker became a safety hazard to
personnel conducting dril\\ngoperations on Scofield Thorpe 22-41 location.) Cleaned up location and smoothed out erosion
areas.

Dug out cellar ring and conductor pipe on Scofield Thorpe 22-41. Dumped 17 yards of Ready-Mix concrete down well.
Cementing operations witnessed by by UDOGM rep., Mark Jones.

Installed new cellar ring around wellhead on Scofield Thorpe 22-41X. Leveled area around wellhead.

6/28/03: Cut off conductor casing on Scofield Thorpe 22-41 well. Installed P&A marker in accordance with State of Utah
requirements. Filled hole and leveled location with backhoe. Cleaned up location and backfilled reserve pit.

Cut off drillpipe markeron Wasatch Livestock well and installed State ofUtah regulation P&A marker. Filled hole and leveled
location with backhoe.

Prima spudded the Scofield Thorpe 22-41 well on 9/13/02 and drilledto a depth of 1541'. The pipe became stuckand fishing
operationswere conducted for 5-days. It was then decided to skidthe rig to the Scofield Thorpe 22-41X location.

NAME(PLEASE PRINT) Susan MillOf TITLE OporatiORS Tech.

SIGNATURE OATE 7/25/2003

(Tlils space for State use only)

RECEIVED
JUL2 82003

(s.. ns econs on e- ***
DIV.0F OIL,GAS&MINING



0 0
STATE OF UTAH AMENDEDREPORT Q FORM 8

DEPARTMENTOF NATURALRESOURCES (highlightchanges)
DIVISIONOF OIL,GAS AND MINING s LFEAeSeEDESIGNATIONANDSERIALNUMBER:

6. IF INDIAN.ALLOTTEEOR TRIBENAME

WELL COMPLETION OR RECOMPLETlON REPORT AND LOG N/A
la. TYPEOF WELL: O

LL
GAWELL DRY OTHEA 7. uNNrfAmCA AGREEMENTNAME

TOC Ib. TYPEOF WORK: 8. WELLNAMEand NUMBER:

gL
HO Z NEEP- IFS

R L SCOFIELDTHORPE 22-41
2. NAMEOF OPERATOR: 9. API NUMBER:

Prima Oil & Gas Company 4300730811
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10 FIELDANDPOOL. OR WILDCAT

1099 18th St., Ste. 400 ciT< Denver svaTe CO w 80202 (303) 297-2300 Wildcat
4. LOCATIONOF WELL(FOOTAGES) 11. QTRIQTR. SECTION. TOWNSHIP, RANGE,

MERIDIAN:
AT SURFAce 2434' FSL and 1011' FEL NESE 22 12S 7E
AT TOP PRODUCING INTERVALREPORTED BELOW

12. COUNTY 13. STATE
ATTOTALDEPTH: 2434' FSL and 1011' FEL Carbon UTAH

14. DATESPUDDED: 15. DATET.D. REACHED: 16 DATECOMPLETED 17 ELEVATIONS(DF, RKB.RT, GL):

9/13/2002 9/16/2002 6/28/2003 ABANDONED READYTO PRODUCE Ü 8457 GR
18. TOTALDEPTH: MD 1 541 19 PLUG BACKTD : MD . 20 IF MULTlPLECOMPLETIONS.HOW MANY?* 21 DEPTH BRIDGE MD

PLUGSET:
TVD TVD

r
TVD

22. TYPE ELECTRICANDOTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELLCORED? NO YES (Submit analysts)

WASDST RUNT NO YES (Submitreport)

/ DIRECTIONALSURVEY? NO YES (Submit copy)

24. GA ,as ,do un NEcuau (Report all strings set .

HOLE SIZE StZE/GRADE WEIGHT (#ML) TOP (MD) BOTTOM(MD) STAGE CEMHENTER CNEMENFMCKES
VOL

UM
BL) CEMENTTOP ** AMOUNTPULLED

14-½" Conductor 0 45

26. TUBINGRECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKERSET (MD)

N/A
26. PRODUCINGINTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot -MD) SIZE NO HOLES PERFORATIONSTATUS

(A) None 09•¤ 696••=*

(B) Open Squeez¾

(C) Open Squeerd

(0) Open SqueetM

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY P&A
SUNDRY NOTlCE FOR PLUGGINGANDCEMENT VERIFICATION CORE ANALYSIS OTHER:

DECEIVED
(5/2000) (CONTINUEDON BACK) JUL2 82003

F OIL GAS&



0 6
31. INITIALPRODUCT10N INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -*

CHOKE SIZE: TBG.PRESS CSG. PRESS. API GRAVITY BTU-GAS GAS/OILRATIO 24 HR PRODUCTION OIL - BBL GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -*

INTERVALB (As shown in Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL GAS- MCF: WATER - BBL: PROD. METHOD;
RATES: *

CHOKE SIZE: TBG, PRES5 CSG. PRESS. API GRAVITY BTU- GAS GASIO1LRATIO24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

RATES: *

INTERVALc (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES: *

CHOKESIZE: TBG. PRESS CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:

RATES: *

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURSTESTED: TEST PRODUCTION OIL - BBL: GAS- MCF WATER - BBL: PROD. METHOD:

RATES: *

CHOKE SIZE: TBG. PRESS CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL INTERVALSTATUS:
RATES

32. DISPOSmoN OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION(Log) MARKERS:

Showall important zonesofporosity and contentsthereofCoredintervals and alldrill-stem tests, including depth interval
tested,cushion used, time toolopen, flowingand shul-inpressures and recoveries.

Formation Descriptions, Contents,etc. Nam (Measu
edpDepth)

36. ADDITIONALREMARK: (Include plugg ng procedure)

The well was drilled to a TD of 1541' and pipe became stuck. Attempted to free pipe 5-days, and decided to skid the rig.

I i 11

38. I hereby certify that the foregoing and attached Information is complete and correct as detennined from AIIavailablerecoids.

NAME(PLEASEPRINT) Susan Miller TITLE Operations Technician

SIGNATURE DATE 7/25/2003

This report musWe submitted within 30 days of
e completing or plugging a new well e reentering a previously plugged and abandoned well
e drillinghorizontal laterals from an existing well bore • signiilcantlydeepening an existingwell bore below the previous bottom-hole depth
• recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s)ofcement were determined (circulated(CIR),calculated (CAL),cement bond log (CBL),temperature survey (TS))

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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